









IS: 3984: 2002

TEXTILES – DW FLOUR BAGS - SPECIFICATION

(First Revision)

Table 1: Particulars of Bags

(Clause 5.1)

	Sl. No.
	Characteristic
	Requirement
	Tolerance

	i)
	Dimension, cm (See Note )

a) Outside length

b) Outside width
	
142  

71 


	+4 

-0

	ii)
	Corrected mass per bag, g
	1 143
	+10 percent

-7.5 percent

	iii)
	Ends per dm
	68
	+4

-2

	iv)
	Picks per dm
	31
	+2

-1

	v)
	Average breaking load of sacking, (ravelled strip method, 10 cm x 20 cm) Min, N (kgf):

a) Warpway

b) Weftway


	1 570 (160)

1 402 (143)
	

	vi)
	Average breaking load of seam, (ravelled strip method, 10 cm x 20 cm) Min. N (kgf): 


	530(54)


	


Note 
The buyer and the seller may agree to the dimensions other than those specified above. The tolerance of  +4 cm shall apply on the dimensions. The mass of such bag may be calculated by the method

                                           -0


given in 5.3 of IS 9113. However, a tolerance of +10 percent on the bag mass shall be apply.
                                          


-7.5

Table 2: Requirements of Packed Bales

(Clause 5.2)

	Sl. No.
	Characteristic
	Requirement

	i)
	Total No. of bags per bale (See Note )
	300

	ii)
	Number of joined bags per bundle of 25 bags
	1

	iii)
	Contract mass of a bale, kg 
	342.9

	iv)
	Corrected net mass of a bale, kg
	Not less than the contract mass

	v)
	Moisture regain, percent, Max
	22

	vi)
	Oil content on dry deoiled material basis, percent, Max
	3.0


Note 
The number of bags per bale shall be 300 or as specified in an agreement between the buyer and the seller.
