









IS : 3344 : 1965

SPECIFICATION FOR D.W. TARPAULING JUTE BAGS FOR

PACKING (MINT) COINS

Second Reprint August 1982

(Incorporating Amendments No. 1 and 2)

Table 1: Particulars of Tarpauling and Bags

(Clause 4.1)

	Sl.No.
	Characteristic
	Requirement
	Tolerance

	i)
	Dimensions of a bag:

                a) Outside length  

Size 1     

                b) Outside width

                a) Outside length

Size 2    

                b) Outside width  

 
	47 cm

(or 18½ in)

35 cm

(or 18¾ in)

42 cm

(or 16½ in)

28 cm

(or 11 in)
	+3

     -0  cm
+3

     -0  cm

+3

     -0  cm

+3

     -0  cm



	ii)
	Weight per bag:

Size 1

Size 2
	210 g

155 g
	
+20 g

- 15 g

+15 g

   - 10 g



	iii)
	Ends per dm (or porter)
	86(10)
	±5

	iv)
	Picks per dm (or shots per in)
	48(12)
	±3

	v)
	Breaking load of tarpauling Strip method (100x200 mm):

Warpway

Weftway
	170 kg

(or 375 lb)

180 kg

(or 397 lb)


	-

-

	vi)
	Breaking load of seam (Strip size 50x200 mm)
	67 kg

(or 148 lb)
	-


Table 2: Requirements of Packed Bales

(Clause 4.2)

	Sl.No.
	Characteristic
	Requirement

	i)
	Total number of bags per bale
	Not less than the declared number

	ii)
	Contract weight of a bale
	See Note 1

	iii)
	Corrected net weight of a bale
	Not less than contract weight

	iv)
	Moisture regain
	22 percent, Max

	v)
	Oil content on dry deoiled material basis
	8 percent, Max


    Note 1 : Contract weight of a bale is calculated as follows:


Contract weight of a bale  = nominal weight of a bag x specified number of bags per bale

