









IS : 3790 : 1991

TEXTILES – HESSIAN BAGS - SPECIFICATION

(Second Revision)

(First Reprint June 1993)

Table 1: Requirements of Hessian Bags

(Clauses 4.2.2, 5.1 and 8.1)

	Sl. No.
	Characteristic
	Requirement

Bags from Type 1 Hessian
	Requirement Bags from Type 2 Hessian

	i)
	Corrected net mass of a bale
	Not less than contract mass
	Not less than contract mass

	ii)
	Tolerance on nominal outside dimensions of a bag:

a) For dimensions, up to 137 cm, in cm        

b) For dimensions above 137 cm, in cm  


	+4

-0

+4

-0


	+4

-0

+4

-0



	iii)
	Tolerance on nominal mass of a bag (specified or calculated), percent

a) Average

b) Individual
	+8

-2

±10
	+8

-2

±10

	iv)
	Ends per dm
	47±2
	   +2

38  -1

	v)
	Picks per dm
	47±2
	   +2

35  -1

	vi)
	Moisture regain, percent, Max
	17
	17

	vii)
	Contract regain, percent
	16
	16

	viii)
	Oil content, percent on dry de-oiled material basis, Max
	8
	8


Table 2:  Requirements for Breaking Strength and Seam Strength of Bags

(Clauses 4.5, 5.1, 5.3.1 and 5.3.2)

	Sl. No.
	Characteristic   


	When the Contract is on the Basis of Cloth Construction
	When the Contract is on the Basis of Bag Mass

	
	
	Strip Method
	Grap Method
	Strip Method
	Grap method

	
	
	Type 1

bags
	Type 2 bags
	Type 1 bags
	Type 2 bags
	Type 1 bags
	Type 2 bags
	Type 1 bags
	Type 2 bags

	
	
	(1)
	(2)
	(3)
	(4)
	(5)
	(6)
	(7)
	(8)

	1
	Cloth breaking strength on 10 cm x 20 cm strip, N (kgf)

a) Warpway

b) Weftway
	1098(112)

1176(120)
	902(92)

764(78)
	353(36)

382(39)
	284(29)

245(25)
	1078(110)

1127(115)
	882(90)

735(75)
	343(35)

363(37)


	284(29)

235(24)

	2
	Seam strength on 5 cm x 20 cm strip

a) Warpway

b) Weftway
	333(34)

353(36)
	245(25)

206(21)
	-

-
	-

-
	333(34)

333(34)
	176(18)

176(18)
	-

-
	-

-


