









IS: 12650 : 1997

TEXTILES – JUTE BAGS FOR PACKING 50 KG FOODGRAINS - SPECIFICATION

(First Revision)

Table 1: Requirements of Jute Bags

(Clauses 4.1 and 5.1)

	Sl. No.
	Characteristic
	Requirement
	Tolerance

	i)
	Dimension, cm (See Note )

a) Outside length, cm

b) Outside width, cm
	
94  

57 


	+4 cm

-0

	ii)
	Ends per dm
	76
	+4

-2

	iii)
	Picks per dm
	28
	+2

-1

	iv)
	Corrected mass per bag, g (See Note)
	665
	+10 percent

-7.5 percent

	v)
	Average breaking strength of sacking (ravelled strip method, 10 cm x 20 cm), Min, N (kgf)

a) Warpway

b) Weftway


	1 570 (160)

1 420 (145)
	

	vi)
	Average seam strength (5 cm x 29 cm ravelled strip), Min, N (kgf) 


	490(50)


	

	vii)
	Moisture regain, percent, Max
	22
	

	viii)
	Oil content on dry deoiled material basis, percent, Max
	8
	


Note 
The bags of specified dimensions are suitable for packing of wheat, rice and similar coarse grains. For packing of other materials, the buyer and the seller may agree to the dimensions other than those specified above. The tolerance of +4 cm shall apply on the dimensions. 

     -0


However, a tolerance of +10 percent on the bag mass shall be permissible.
                                          -7.5

Table 2: Requirements of Packed Bales

(Clause 5.2)

	Sl. No.
	Characteristic
	Requirement

	i)
	Total No. of bags per bale (See Note 1)
	500

	ii)
	Number of joined bags per bundle of 25 bags
	1

	iii)
	Contract mass of a bale, kg (See Note 2)
	332.5

	iv)
	Corrected net mass of a bale, kg
	Not less than contract mass


Notes:

1.
The number of bags per bale shall be 500 or as specified in an agreement between the buyer and the seller.

2.
Contract mass of a bale is calculated as follows:


Contract mass of a bale = nominal mass of bag x specified number of bags per bale.

AMENDMENT NO. 2 DECEMBER 2000 

TO

IS 12650 : 1997  TEXTILES – JUTE BAGS FOR PACKING 50 KG FOODGRAINS - SPECIFICATION

(First Revision)

Table 1: Requirements of Jute Bags

(Clauses 4.1 and 5.1)

	Sl.

No.
	Characteristic
	Requirement

50 kg Capacity
	Requirement 55 kg Capacity
	Toleance

	i)
	Dimensions ( See Note)

a) Outside length, cm

b) Outside width, cm
	94

57
	94

61
	+4 cm

-0

	ii)
	Ends per dm
	76
	+4 cm

-2

	iii)
	Picks per dm
	28
	+2 cm

-1

	iv)
	Corrected mass per bag, g ( See Note)
	665
	710
	+10 percent -7.5% percent

	v)
	Average breaking strength of sacking (ravelled strip method, 10 cm x 20 cm), Min, N (kgf)

a) Warpway

b) Weftway
	1 570 (160)

1 420 (145)
	

	vi)
	Average seam strength (5 cm x 20 cm ravelled strip), Min N (kgf)
	490 (50)
	

	vii)
	Moisture regain, percent, Max
	22
	

	viii)
	Oil content on dry deoiled material basis
	8
	


