






IS : 4900 (Parts 1 to 3) : 1984









(Reaffirmed 1996)

SPECIFICATION FOR JUTE CARPET BACKING FABRIC

(Part 2)

(First Revision)

Table 1 : Requirements of Primary Jute Carpet Backing Fabric

 (Clause 2.1)

	Sl.

No.
	Characteristic
	Requirement

237
	Requirement

271
	Requirement

305
	Requirement

339
	Requirement

407

	i)
	Mass, g/m² (oz/yd²)

based on roll mass


Tolerance        g

(±5 percent)    (oz)
	237(7)

±12

(±0.35)
	271(8)

±14

(±0.4)
	305(9)

±15

(±0.45)
	339(10)

±17

(±0.5)
	407(12)

±20

(±0.6)

	ii)
	Ends/dm (filling yarns/in) 

tolerance
	51(13)               55(14)              59(15)              59(15)               71(18)

                          ± 1.5 percent for all varieties

	iii)
	Picks/dm (filling yarns/in) 

Tolerance
	39(10)               47(12)              51(13)              51(13)               59(15)

                          ± 3 percent for all varieties

	iv)
	Width (average)

Tolerance
	As agreed

+1.5 percent (within and between rolls for all varieties)

-0.0

	v)
	Breaking load (grab method 2.5x7.5 cm (1x3in) kgf (lb): Min, Average

Warpway

Weftway
	35(78)

22(48)
	39(85)

32(70)
	45(100)

34(75)
	46(102)

41(90)
	61(135)

50(110)

	vi)
	Length
	Marked length ± 1 percent

	vii)
	Oil content (extractable matter)
	2.0 percent, Max

	viii)
	Weft distortion bow, bias, combined bow and bias, average, Max

a) Up to and including 4 m backing width

b) Above 4 m backing width

Tolerance (weft fall- off) 
	75 mm (3 in)

100 mm (4 in)

40 mm (1.5)


Note : No individual reading shall exceed 125 mm ( 5 in).










IS: 4900 (PART 3) : 1984

Table 1 : Requirements of secondary Jute Carpet Backing Fabric

(Clause 2.1)

	Sl. No.
	Characteristic
	Requirement

Variety 186
	Requirement

Variety 203

	i)
	Mass, g/m²

based on roll mass

Tolerance        g

(± 5 percent)   (oz)


	186(5.5)

±9 (0.28)
	203(6)

±10(0.33)



	ii)
	End/dm (warp yarns/in)

Tolerance
	35(9)                                 39(10)

<─── +3 percent  ───>

                                         -2



	iii)
	Picks/dm (filling yarns/in

Tolerance
	35(9) or                              39(10)

31(8)

<─── ±3  ───>



	iv)
	Width (average)

Tolerance
	As agreed

+1.5

-0.5   percent          (within and between rolls 

                                  for all varieties)



	v)
	Length

Tolerance
	Marked length

<─── ±1 percent  ───>

	vi)
	Oil content
	<─── 2.0 percent, Max  ───>

	vii)
	Weft distortion bow, bias, combined bow and bias, average, Max

a) Up to and including 4 m backing width 

Above 4 m backing width
	<─── 100 mm (4 in)  ───>(see Note)

<─── 125 mm (5 in)  ───>


Note : No individual reading shall exceed 190 mm (7.5 in).

