








IS: 3750: 1993

TEXTILES – JUTE CORN SACK CLOTH - SPECIFICATION

(First Revision)

Table 1: Particulars of Jute Corn Sack Cloth

(Clause 5.1)

	Sl. No.
	Characteristic
	Requirement
	Tolerance

	i)
	Width


	58.5 cm
	+4 cm

-0 cm

	ii)
	Weight per square metre
	798 g
	+80 g

-60 g

	iii)
	Ends per dm
	102
	±6

	iv)
	Picks per dm
	35
	±2

	v)
	Average breaking load of sacking (Min) (ravelled strip method, 10x20 cm)

a) Warpway

b) Weftway
	204 kg

180 kg
	-

-


Table 2: Requirements of Packed Bales

(Clause 5.2)

	Sl. No.
	Characteristic
	Requirement

	i)
	Total length of fabric per bale
	As declared or specified

	ii)
	Number of medium and short cuts per bale
	See 5.1.7 of IS 2873:1991

	iii)
	Contract net weight of a bale
	See Note

	iv)
	Corrected net weight of a bale
	Not less than contract net weight

	v)
	Moisture regain
	22 percent, Max

	vi)
	Oil content on dry deoiled material basis
	8.0 percent, Max


Note
Contract net weight of a bale is calculated as follows:


Contract net weight = W x L x M
             of a bale, kg
        100x 1000


Where


W
is width of fabric in cm


L
is total length of fabric in metre


M
is mass of fabric in g/m²
