







IS: 7407 (Parts 1 to III) : 1980
 
SPECIFICATION FOR JUTE TARPAULIN FABRIC

(First Revision)

Third reprint September 1996

Part II  407 g/m²; 85x39

(First Revision)

Table 1: Requirements of Tarpaulin Fabric

	Sl.No.
	Characteristic
	Requirement

	i)
	Mass, g/m²  

 
	407+33

      -8

	ii)
	Ends /dm
	85±2    

	iii)
	Picks /dm
	39±2

	iv)
	Breaking load (ravelled strip method : 10x20 cm), kgf*, Min:

Warpway

Weftway


	185

100

	v)
	Moisture regain percent, Max
	17

	vi) 
	Oil content percent on dry deoiled material basis, Max
	6



*1 kgf = 9.8 N approx.


Part III  380 g/m²; 68x39

(First Revision)

Table 1: Requirements of Tarpaulin Fabric

	Sl.No.
	Characteristic
	Requirement

	i)
	Mass, g/m²  

 
	380+30

      -8

	ii)
	Ends /dm
	68±2  

	iii)
	Picks /dm
	39±2

	iv)
	Breaking load (ravelled strip method : 10x20 cm), kgf*, Min:

Warpway

Weftway


	165

110

	v)
	Moisture regain percent, Max
	17

	vi) 
	Oil content percent on dry deoiled material basis, Max
	6



*1 kgf = 9.8 N approx.

