
BDS 946: 1980

BANGLADESH STANDARD
SPECIFICATION FOR L-TWILL CLOTH

Table 1: Requirements for Liverpool Twill Cloth

	Sl. No.
	Characteristic
	Requirements

	i)
	Weight per square yard/metre 

(tolerance +10%

                 - 7½ %)
	1.31                   716

+.132  lbs           +71  g
-.099                -54

	ii)
	Porter

(Ends per dm)
	8±0.47

(102±6)

	iii)
	Shots per inch

(Picks per dm)
	8±0.51

(31±2)

	iv)
	Width
	26.5                     67.5        

+0.0.157 in           +64  cm
-0                       -0



	v)
	Breaking load of cloth on 4x8 in

(10x20 cm) strip:

Warpway

Weftway
	450 lb

(204 kg)

357 lb

(162 kg)

	vi)
	Moisture regain
	22 percent, Max

	vi)
	Oil content on dry de-oiled material basis
	8 percent, Max


Note 1- the width of L-Twill cloth shall be 26.5 in (67.5 cm) or as agreed to between the buyer and the seller and for the agreed width, the tolerance shall be +1.57 in   +4 cm  








 - 0 
   -0

Note 2- the specified oil content of 8 percent correspondence to an oil content of about 7 percent when determined on dry deoiled material plus 20 percent regain basis.

