






IS: 12154 : 1987

SPECIFICATION FOR LIGHT WEIGHT JUTE BAGS FOR PACKING CEMENT

(First Reprint April 1990)

Table 1: Particulars of Light Weight Jute Bags for Packing Cement

(Clauses 4.1 and 7.1)
	Sl. No.
	Characteristic
	Requirement
	Tolerance Individual
	Tolerance Average

	i)
	Sacking:

a) Ends/dm

b) Picks/dm
	68

39
	±4

±2
	-

+2

-1

	ii)
	Dimensions (See Note 1):

a) Outside length of bag, cm

b) Outside width of bag, cm

c) Valve (See Note 2):

1) Effective size, cm

2) Size of valve, flap, cm

(See Fig. 2)   


	71.0

48.0

10x9.5

16.5x12
	+4

-0

+4

-0

+3

-1

+3

-1
	-

-

-

-

	iii)
	Mass per bag, g (See Note 3)
	450
	+45

-20
	

	iv)
	Breaking strength of sacking (ravelled strip method, 10x20 cm), N(kgf)†, Min.

a) Warpway

b) Weftway
	
	-

-
	1520(155)

1615(165)



	v)
	Breaking  strength of seam (Strip size: 5x20 cm), N(kgf)†, Min

a) Side

b) Top (or top and bottom)
	
	490(50)

490(50)
	590(60)

610(62)


•  Specification for jute sacking : General requirements.

† 1 kgf = 9.8 N approx.

Note 1
The length and width of bags may be as agreed to between the buyer and the seller, subject to a tolerance of  -4

                                         -0  cm

Note 2
The position of valve opening shall be at the side corner or top corner as agreed to between the buyer and the seller.

Note 3
Mass of bags of other dimensions shall be proportional to the standard bag 420 g, 71x48 cm and calculated on the basis of the area of the fabric including the seam, valve and flap with a tolerance of +10  percent of bag mass.
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Table 2: Requirements of Packed Bales

(Clauses 4.2 and 7.1)

`

	Sl.No.
	Characteristics
	Requirement

	i)
	Total number of bags per bale
	700

	ii)
	Contract mass of a bale, kg ( See Note 2)
	315 

	iii)
	Corrected net mass of a bale
	Not less than contract mass

	iv)
	Moisture regain, Max
	22 percent, Max

	v)
	Oil content on dry deoiled material basis, Max (See Note 3)
	8 percent


Note 1
The number of bags per bale shall be 700 or as specified in an agreement between the buyer and the seller. The number of bags per bundle shall be 25 or 50 as agreed to between the buyer and the seller. There shall be no joint bag in any bale.

Note 2
Contract mass of a bale is calculated as follows:


Contract mass of a bale = nominal mass of a bag x specified number of bags per bale.


(Contracted mass of a bale specified in the table is on the basis of 450 g per bag and 700 bags per bale).

Note 3
The specified oil content value of 8 percent corresponds to about 7 percent when determined on dry deoiled material plus 20 percent regain basis.

• Specification for jute sacking : General requirements.

