







      BDS: 1609 : 1999

BANGLADESH STANDARD

SPECIFICATION FOR PLAIN JUTE BAG

Table 1: Sizes and tolerance

(Clauses 4.1)

	Item
	Description
	Type 1
	Type 2
	Type 3
	Type 4

	1
	Width, cm
	74±2
	56±1.5
	86±2
	58.5±1.5

	2
	Length, cm
	109±2
	88±1.5
	127±2
	94±1.5

	3
	Weight of bag at moisture regain 20% g
	1134+135

        - 90
	20+75

    - 50
	1270+2

        -100
	700+85

      - 55

	4
	Number of yarns/10 cm yarn

Warp

Weft
	60±5

30±3
	60±5

30±3
	50±5

25±3
	55±5

26±3


Table 2 : Requirements

(Clause 6.1)

	Item
	Description
	Type 1
	Type 2
	Type 3
	Type 4

	1
	Tensile strength of sacking

N/50 mm wide, min.

Weft

Warp
	1 130

1 130
	840

940
	850

850
	840

940

	2
	Tensile strength of seam

N/50 mm wide, min.
	670
	640
	500
	640

	3
	Moisture regain, 1%, Max
	22
	22
	22
	22

	4
	Oil, %, Max
	7
	7
	7
	7


Table 3 : Sampling plan for inspections of width, length, weight, number

of yarns, tensile strength of sacking and tensile strength of seam

(Clause 9.2.1)

	Lot size Bag
	Sample size Bag
	Acceptance number Bag

	Up to 100 000
	13
	1

	100 001 to 350 000
	20
	2

	350 001 to 500 000
	32
	3

	Above 500 000
	50
	5


Table 4 : Sampling plan for determination of oil content and moisture regain

(Clause 9.2.2)

	Lot size Bag
	Sample size Bag
	Acceptance number Bag

	Up to 100 000
	13
	2

	100 001 to 350 000
	20
	3

	350 001 to 500 000
	32
	5

	Above 500 000
	50
	7


42
1

