









IS: 9685 : 2002

TEXTILES – SAND BAGS - SPECIFICATION

(First Revision)

Table 1: Particulars of Bags

(Clause 5.1)

	Sl. No.
	Characteristic
	Requirement
	Tolerance

	i)
	Dimension, cm (See Note )

a) Outside length

b) Outside width
	
84  

36 


	+3 

-0

	ii)
	Corrected mass per bag, g

a) Unproofed

b) Proofed
	160

180 
	+10 percent

-5 percent

	iii)
	Average breaking load of seam (ravelled strip method, (5 cm x 20 cm) Min, N (kgf):

a) Warpway

b) Weftway


	215(22)

215(22)
	


Note 
The number of bags per bale shall be 250 or as specified in an agreement between the buyer and the seller.

Table 2: Requirements of Packed Bales

(Clause 5.3)
	Sl. No.
	Characteristic
	Requirement

	i)
	Total No. of bags per bale (See Note )
	250

	ii)
	Number of joined bags per bundle of 25 bags
	1

	iii)
	Corrected net mass of a bale
	Not less than the contract mass

	iv)
	Moisture regain, percent, Max
	17

	vi)
	Oil content on dry deoiled material basis, percent, Max
	3.0

	
	
	


Note: 
The number of bags per bale shall be 250 or as specified in an agreement between the buyer and the seller.

